
EOG Resources, Inc.
P.O. Box 250

Big Piney, WY 83113

April 11, 2001

Utah Division of Oil, Gas, & Mining
1594 West North Temple
Box 145801
Salt Lake City, UT 84114-5801

RE: APPLICATION FOR PERMIT TO DRILL
NORTH CHAPITA 192-6

SW/4SE/4, SEC. 6, T9S, R22E
UINTAH COUNTY, UTAH
LEASE NO.: FEE
SURFACE OWNER: Kay M. Haws and Jean
J. Haws Trustees (or Successor Trustees) of the
Kay and Jean Haws Family Trust dated
12/17/97

Enclosed please find a copy of the Application for Permit to Drill and associated

attachments for the referenced well.

Please address further communication regarding this matter (including approval) to:
Ed Trotter
P.O. Box 1910
Vernal, UT 84078
Phone: (435)789-4120
Fax: (435)789-1420

Sincer ly,

d Trotte
Agent
EOG Resources, Inc.

Attachments

RECEIVED
APR18 2001
DIVISION OFUDOGM-BLM-EOG

OIL GAS AND



Form 3160-3 FORM APPROVED

(July 1992) UNITED STATES OMB NO. 1004-0136

DEPARTMENT OF THE INTERIOR S. Lease designation and serial number

BUREAU OF LAND MANAGEMENT FEE
APPLICATION FOR PERMIT TO DRILL OR DEEPEN 6. If Indian, Allottee or Tribe name

la. TYPE OF WORK
DRILL DEEPEN O 7. UnitAgreementName

b. TYPE OF WELL
Oil Gas Single Multiple 8. Farm or lease name, well no.

Well Well Other Zone O zone O NORTH CHAPITA
2. Name of Operator 9. API Well No.

EOG RESOURCES, INC. NC 192-6
3. Address and Telephone Number 10. Field and pool, or wildcat

P.O. BOX 1815, VERNAL, UT 84078 (435)789-0790 WASATCH
4. Location of Well (Report location clearly and in accordance with any State requirements.) 11. Sec., T., R., M., or BLK.

At surface and survey or area

660' FSL & 1800' FEL SW/SE SEC. 6, T9S, R22E
At proposed prod. Zone

14. Distance in miles and direction from nearest town or post office 12. County or parish 13. State

11.96 MILES SOUTHEAST OF OURAY, UTAH UINTAH UTAH
15. Distance from proposed 16. No. of acres in lease 17. No. of acres assigned to this well

location to nearest 660' 80
property or lease line, ft.

(Also to nearest drig. Unit line, if any)
18. Distance from proposed location 19. Proposed depth 20. Rotary or cable tools

to nearest well, drilling, completed, 6585' ROTARY
or applied for, on this lease, 11.

21. Elevations (show whether DF, RT, GR, etc.) 22. Approx. date work will start

4700.2 FEET GRADED GROUND | UPON APPROVAL
23. PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE GRADE, SIZE OF CASING WEIGHT PER FOOT SETTING DEPTH QUANTITY OF CEMENT

11" 8 5/8" 24# 200' - 220' 100-150 SX CLASS "G" + 2%
or 12 ¼" 9 5/8" 32.30# 200 - 220' CaCl2 + ¼ #/SX CELLOFLAKE.

7 7/8" 4 ½" 10.50# 6410' 50/50 POXMIX: 1.3 Cu Ft/Sx. 14.1 PPG
EST. 1000 SX. FROM TD TO 400'

SEE ATTACHMENTS FOR: y' ABOVE ZONES OF INTEREST.
LIGHT CEMENT 3.89 Cu Ft/Sx 11

8 POINT PLAN PPG EST. 400 SX. TO 200' ABOVE

BOP SCHEMATIC OIL SHALE OR FRESH WATER
SURFACE USE AND OPERATING PLAN INTERVALS.
LOCATION PLAT
LOCATION LAYOUT '

TOPOGRAPHIC MAPS "A", "B", AND "C" EOG RESOURCES, INC. WILL BE THE DESIGNATED

GAS SALES PIPELINE--MAP "D" OPERATOR OF THE SUBJECT WELL UNDER
FACILITY DIAGRAM BOND #JP-F23G T-) 2BD

IN ABOVE SPACE DES BE PROPOSED PROGRAM: If proposal is to deepen, give data on present productive zone and proposed new productive zone. If

proposal is to drill r deep directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowout preventer program, ifany.

2S

NED TITLE Agent DATE

(This space for Federal or te flice use)

PERMIT NO. / Û APP i r* 4 h

Application approval does not warrant or certify that app ic t holds legal or
equiRta

1 Hg e giggi e which would entitle the applicant to

conduct o ons thereon.
CONDITI APP ANY

BRADLE 14 001
APPROVED B TITLR DATE (C Û

OIL, CS ND



T9S, R22E, S.L.B.&M. EOG RESOURCES, INC.
Well locotion, N. CHAPITA #192-6, locoted-

r.w os shown in the SW 1/4 SE 1/4 ofS89°45°E
- 73.95 (G.L.O.) Bron cop Section 6, T95, R22E, S.L.B.&M. Uintohi s 2 Large Stme,

race Post. County, Utah.
Treat Cornar

BASIS OF ELEVATION
LOT 4 LOT 3 LOT 2 LOT 1

BENCH MARK (21EAM) LOCATED IN THE SE 1/4 OF
SECTION 6, T9S, R22E, S.L.B.&M. TAKEN FROM THE
RED WASH SW QUADRANGLE,UTAH, UINTAH COUNTY,
7.5 MINUTE QUAD. (TOPOGRAPHIC MAP) PUBLISHED
BY THE UNITED STATES DEPARTMENTOF THE INTERIOR,
GEOLOGICALSURVEY. SAID ELEVATIONIS MARKED AS
BEING 4701 FEET.

LOT5

o N

6
o oo o oo I o - o

LOT6

SCALE

---- CERTIFyWI !!

THIS IS TO CERTIFY THAT Tild A ARED FROMN. CHAP/TA /192 6 FIELDNOTES OF ACTUALg3g&$.lADEBY R MY
Dev. Ungraded Ground = 4700' SUPERVISIONAND THAT TMESAMËARE TRUE AÑD ECT TO THE

1800' BEST OF MY KNOWLEDGE

LOT 7 RED LANDSUS YO %
R ON .NO.- 1 g

Alurr. cap NB9°59'48"E
- 487].2J' (Meas.) St • Ufamu

UINTAH ENGINEERING & LAND SURVEYING
85 SOUTH 200 EAST - VERNAL, UTAH 84078

(435) 789-1017
LEGEND. SCALE DATESURVEYED: DATE DRAWN:

1" = 1000' 2-16-01 2-26-01
=

90° SYMBOL LATITUDE =
40°03'35" PARTY REFERENCES

O = PROPOSED WELL HEAD. LONGITUDE=
109°28'45" WEAm( S. T.A. D.COX

FILE
G.L.O. PLAT

A = SECTION CORNERSLOCATED. COLD EOG RESOURCES,



EIGHT POINT PLAN

NORTH CHAPITA 192-6
SWISE, SEC. 6, T9S, R22E, S.L.B.&M.

UINTAH COUNTY, UTAH

1. & 2. ESTIMATED TOPS & ANTICIPATED OIL, GAS, & WATER ZONES:

FORMATION DEPTH TYPE ZONES MAXIMUM PRESSURE

Green River 1658
Oil Shale 1658
"H" Marker 3303
"J" Marker 3721
Base "M" Marker 4651

Wasatch 5085
Peters Point 5085 GAS
Chapita Wells 5725 GAS
Buck Canyon 6520 GAS

EST. TD: 6585 Anticipated BHP 2900 PSI

3. PRESSURE CONTROL EQUIPMENT: BOP Schematic Diagram attached.

4. CASING PROGRAM:

MINIMUM SAFETY FACTOR

HOLE SIZE INTERVAL LENGTH SIZE WEIGHT GRADE THREAD COLLAPSE BURST TENSILE

11 O' - 220' 200' - 220' 8 5/8 24.0 # J-55 ST&C 1370 PSI 2950 PSI 263,000#

or
12 ¼ O' - 220' 200' - 220' 9 5/8 32.3 # H-40 ST&C 1370 PSI 2270 PSI 254,000#

7 7/8 O' - 6585' 6585' 4 ½ 10.5 # J-55 ST&C 4010 PSI 4790 PSI 146,000#

If conductor drive pipe is used, it will be left in place if its total length is less than 20 feet below the surface. If

the total length of the drive pipe is equal to or greater than20 feet, it will be pulled prior to cementing surface

casing, or it will be cemented in place. The minimum diameter of the conductor drive pipe will be 13 3/8".

All casing will be new or inspected.

5. MUD PROGRAM

INTERVAL MUD TYPE
O' - 220' Air

240' - 4000' Air/Mist & Aerated Water

4000' - TD Air/3% KCL water or KCL substitute

Lost circulation probable from 1500' to 3000'+/-.

8 point plan-EOG



EIGHT POINT PLAN

NORTH CHAPITA 192-6
SWISE, SEC. 6, T9S, R22E, S.L.B.&M.

UINTAH COUNTY, UTAH

Sufficient mud inventory will be maintained on location during drilling to handle any adverse conditions that
may arise.

6. VARIANCE REQUESTS:

A. EOG Resources, Inc. requests a variance to regulations requiring a straight run blooie line (Where

possible, a straight run blooie line will be used).

B. EOG Resources, Inc. requests a variance to regulations requiring an automatic ignitor or

continuous pilot light on the blooie line. (Not required on aerated water system).

B. EOG Resources, Inc. requests a variance to regulations requiring the blooie line to be 100' in length.
To reduce location excavation, the blooie line will be 75' in length.

7. EVALUATION PROGRAM:

Logs: Schlumberger Platform Express
HALS-GR-Cal T.D. to base of surface casing
FDC-CNL-GR-Cal-PE T.D. to 4500'

Cores: None Programmed
DST: None Programmed

Completion: To be submitted at a later date.
Note: If hole conditions prevent the running of open hole logs, a cased hole Dipole Sonic/Neutron/Gr

will be run in lieu of open hole logs.

8. ABNORMAL CONDITIONS:

None anticipated.

9. STANDARD REQUIRED EQUIPMENT:

A. Choke Manifold
B. Kelly Clock
C. Stabbing Valve
D. Visual Mud Monitoring

8 point plan-EOG



EIGHT POINT PLAN

NORTH CHAPITA 192-6
SWISE, SEC. 6, T9S, R22E, S.L.B.&M.

UINTAH COUNTY, UTAH

10. HAZARDOUS CHEMICALS:

No chemicals subject to reporting under SARA title III in an amount equal to or greater than 10,000 pounds
will be used, produced, stored, transported, or disposed of annually in association with the drilling of this well.

Furthermore, no extremely hazardous substances, as defined in 40 CFR 355, in threshold planning quantities,

will be used, produced, stored, transported, or disposed of in association with the drilling of this well.

(Attachment: BOP Schematic Diagram)

8 point plan-EOG



3000 PSIG DIAGRAM

ANNULAR PREVENTOR AND BOTH RAMSARE 3000 RATED.
CASINGFLANGE IS 11" 3000 PSIGRATED.
BOPE 11" 3000 PSIG

TESTING PROCEDURE:
1. BOPE 's will be tested with a professional tester to conform to (OTATIN

OnshoreOrder #2 with retest every 14 days. HEAD
PT.nW T.TNE. .

2. Blind & Pipe rams will be tested to rated working pressure, 3000 psig
3. Annular preventor will be tested to 50% of working pressure, 1500 psig
4. Casing will be tested to 0.22 psilft. or 1500 psig. Not to exceed 70%

. . ANNULAR
of burst strength,whichever is greater• PREVENTER

5. All lines subject to well pressure will be pressure tested to the same '

pressure as blind & pipe rams.
6. All BOPEspecifications and configurations will meetOnshoreOrder#2

requi'rementsfor 3000 psig BOPE specifications.

CHOKE MANIFOLD
PIPE S

2" MIN ADJUSTABLE CHOKE

TO MUD/GAS SEPARATOR
OR PIT BLIND MMS

3" MINIMUM RATED TO 30001 g
'

PSIG i
. 3" MTNTMUM

2" KILL LIN

BLEED LINE TO PIT 3" DIAME

2" MIN
. CASING

SPOOL11" 3000PSIG FLANGE
TO MUD/GAS SEPARATOR ADJUSTABLE CHOKE
OR



CONDITIONS OF APPROVAL
FOR THE SURFACE USE PROGRAM OF THE

APPLICATION FOR PERMIT TO DRILL

Company/Operator: EOG Resources, Inc.
Well Name & Number: North Chapita 192-6
Lease Number: FEE
Location: 660' FSL & 1800' FEL, SW/SE, Sec. 6,

T9S, R22E, S.L.B.&M., Uintah County,Utah
Surface Ownership: Kay M. Haws and Jean J. Haws Trustees (or Successor

Trustees) of the Kay and Jean Haws Family Trust dated
2/17/97

NOTIFICATION REQUIREMENTS

Location Construction - forty-eight (48) hours prior to construction
of location and access roads.

Location Completion - prior to moving on the drilling rig.

Spud Notice: - at least twenty-four (24) hours prior to
spudding the well.

Casing String and
Cementing - twenty-four (24) hours prior to running

casing and cementing all casing strings.

BOP and related
Equipment Tests - twenty-four (24) hours prior to running

casing and tests.

First Production
Notice - within five (5) business days after new well

begins or production resumes after well
has been off production for more than

ninety (90) days.

For more specific details on notification requirements, please check the Conditions of Approval for

Notice to Drill and Surface Use Program.

APD-STATE-EOG



THIRTEEN POINT SURFACE USE PROGRAM

l. EXISTING ROADS

A. See attached Wellsite Plats showing directional reference stakes on location, and attached

TOPO Map "B" showing access to location from existing roads.

B. The proposed well site is located approximately 11.96 miles southeast of Ouray, Utah -

See attached TOPO Map "A" .

C. Refer to attached Topographic Map "A" showing labeled access route to location.
D. Existing roads will be maintained and repaired as necessary. No off lease Right-of-Way

will be required.

2. PLANNED ACCESS ROAD

A. The access road will be approximately 300 feet in length. See attached TOPO Map "B".

B. The access road has a 30 foot ROW w/ 18 foot running surface.

C. Maximum grade on access road will be 8%.
D. No turnouts will be required.
E. Road drainage crossings shall be of the typical dry creek drainage crossing type.
F. No culverts, bridges, or major cuts and fills will be required.

G. The access road will be dirt surface.
H. No gates, cattleguards, or fences will be required or encountered.

New or reconstructed roads will be centerlined - flagged at time of location
staking.

All travel will be confined to existing access road Right-of-Way.

The road shall be upgraded to meet the standards of the anticipated traffic flow and all-

weather road requirements. Upgrading shall include ditching,drainage, graveling, crowning, and

capping the roadbed as necessary to provide a well-constructed safe road. Prior to upgrading, the

road shall be cleared of any snow cover and allowed to dry completely. Traveling off the 30 foot
Right-of-Way will not be allowed.

Road drainage crossings shall be of the typical dry creek drainage crossing type. Crossings

shall be designed so they will not cause siltation or accumulation of debris in the drainage crossings

nor shall the drainages be blocked by the roadbed. Erosion of drainage ditches by run off water shall

be prevented by diverting water off at frequent intervals by means of cutouts. Upgrading shall not be

allowed during muddy conditions. Should mud holes develop, they shall be filled in and detours

around them avoided.

3. LOCATION OF EXISTING WELLS WITHIN A ONE MILE RADIUS OF
PROPOSED WELL LOCATION

A. Producing wells -
9*

(*See attached TOPO map "C" for location)

APD-STATE-EOG



4. LOCATION OF EXISTING AND/OR PROPOSED FACILITIES

A. ON WELL PAD

1. Production facilities will be set on location if the well is successfully completed

for production. Facilities will consist of well head valves, separator, dehy, 210 Bbl

condensate tank, meter house and attaching piping. See attached facility diagram.

2. Gas gathering lines - A 3" gathering line will be buried from dehy to the edge of

the location.

B. OFF WELL PAD

1. Proposed location of attendant off pad flowlines shall be flagged prior to
archaeological clearance.

2. A 3" OD steel above ground natural gas pipeline will be laid approximately 2200'

from proposed location to a point in the NE/SEof Section 6, T9S, R22E, where it
will tie into QuestarPipeline Co.'s existing line. Proposed pipeline crosses Fee
lands, thus a Right-of -Way grant will be required.

3. Proposed pipeline will be a 3" OD steel, welded line laid on the surface.

If storage facilities/tank batteries are constructed on this lease, the facility/battery or

the well pad shall be surrounded by a containment dike of sufficient capacity to
contain, at a minimum, the entire contents of the largest tank within the
facility/battery, unless more stringent protective requirements are deemed necessary

by the authorized officer.

The production facilities will be placed on the Southwest side of the location.

5. LOCATION & TYPE OF WATER SUPPLY

A. Water supply will be from the Ouray Municipal Water Plant at Ouray, Utah, and/or Target

Trucking Inc.'s water source in the SWISW, Section 35, T9S, R22E, Uintah County, Utah

(State Water Right #49-1501). Produced water from the Chapita Wells and Stagecoach

Units will also be used.
B. Water will be hauled by a licensed trucking company.

C. No water well will be drilled on lease.

6. SOURCE OF CONSTRUCTION MATERIAL

A. All construction material for this location and access road will be of native borrow and

soil accumulated during the construction of the location.
B. No mineral materials will be required.

APD-STATE-EOG



7. METHODS OF HANDLING WASTE DISPOSAL

A. METHODS AND LOCATION
1. Cuttings will be confined in the reserve pit.
2. A portable toilet will be provided for human waste during the drilling and

completion of the well. Disposal will be at the Vernal sewage disposal plant.

3. Burning will not be allowed. Trash and other waste material will be contained in a
wire mesh cage and disposed of at an approved waste disposal facility.

4. Produced wastewater will be confined to a lined pit or storage tank for a period not

to exceed 90 days after initial production. After the 90 day period, the produced

water will be disposed of at one of the following three locations: Natural Buttes
Unit 21-20B SWD, Ace Disposal, or EOG Resources, Inc. drilling operations
(Chapita Wells Unit, Natural Buttes Unit & Stagecoach Unit).

5. All chemicals will be disposed of at an authorized disposal site. Drip pans and
absorbent pads will be used on the drilling rig to avoid leakage of oil to the pit.

B. Water from drilling fluids and recovered during testing operations will be
disposed of by either evaporating in the reserve pit or be removed and disposed of at an

authorized disposal site. Introduction of well bore hydrocarbons to the reserve pit will be
avoided by flaring them off in the flare pit at the time of recovery.

Burning of trash will not be allowed. All trash must be contained in a trash cage and
hauled away to an approved disposal site at the completion of the drilling activities.

The reserve pit will be constructed so as not to leak, break, or allow discharge.

The reserve pit shall be lined.

8. ANCILLARY FACILITIES
A. No airstrips or camps are planned for this well.
B.

9. WELLSITE LAYOUT

A. Refer to attached well site plat for related topography cuts and fills and cross

sections.
B. Refer to attached well site plat for rig layout and soil material stockpile location as

approved on On-site.
C. Refer to attached well site plat for rig orientation, parking areas, and access road.

The reserve pit will be located on the East side of the location. The flare pit will be
located downwind of the prevailing wind direction on the East side of the location, a
minimum of 100 feet from the well head and 30 feet from the reserve pit fence.
The stockpiled topsoil will be stored between Corners #1 and #8 of the location.

Access to the well pad will be from the Northeast.

APD-STATE-EOG



FENCING REQUIREMENTS:

The reserve pit fencing will be on the three sides during drilling operations and on the fourth
side when the rig moves off the location. Pits will be fenced and maintained until clean-up.

11. SURFACE OWNERSHIP
Access road: Kay M. Haws and Jean J. Haws Trustees (or Successor Trustees) of

the Kay and Jean Haws Family Trust dated 2/17/97
Location: Kay M. Haws and Jean J. Haws Trustees (or Successor Trustees) of

the Kay and Jean Haws Family Trust dated 2/17/97

LESSEE'S OR OPERATOR'S REPRESENTATIVE AND CERTIFICATION

OPERATIONS PERMITTING
EOG Resources, Inc. EOG Resources, Inc. Ed Trotter
P.O. Box 250 P.O. Box 1815 P.O. Box 1910

Big Piney, WY 83113 Vernal, UT 84078 Vernal, UT 84078
Jim Schaefer George McBride Telephone: (435)789-4120

Telephone (307)276-3331 Telephone (435)789-0790 Fax: (435)789-1420

Certification

I hereby certify that I, or persons under my direct supervision, have inspected the proposed drillsite

and access route; that I am familiar with the conditions that presently exist; that the statements made

in the Plan are, to the best of my knowledge, true and correct; and that the work associated with the
operations proposed herein will be performed by EOG Resources, Inc. and its contractors and

subcontractors in conformity with this Plan and the terms and conditions under which it is approved.

Date A nt

APD-STATE-EOG



SITE FACILITY DIAGRAM
NORTH CHAPITA 192-6
SW/SE, SEC. 6, T9S, R22E
UINTAH COUNTY, UTAH

LEASE NO. FEE
SURFACE OWNERS: Kay M. Haws and Jean J. Haws, Trustees

(or Successor Trustees) of the Kay and Jean Haws Family Trust dated 12/17/97
(Site Security Plan is on file at EOG Resources, Inc.'s Vernal Office)

300 BBL TANK

SEALED SEALED
DRAIN LOAD

ACCESS ROAD (

VALVE VALVE g

COMBINATIONDERYSEPARATOR
WITH SALESMETER

•

3" GAS SALES OWELL HEAD
PIPELINE 100°PRODUCTIONLINE

WELLPAD 176'X



EOG RESOURCES, INC.
N. CHAPITA #192-6

LOCATED IN UINTAH COUNTV, UTAH
SECTION 6, T9S, R22E, S.L.B.& M.

PHOTO: VIEW FROM CORNER #5 TO LOCATION STAKE CAMERA ANGLE: NORTHWESTERLY

PHOTO: VIEW FROM BEGINNING OF PROPOSED ACCESS CAMERA ANGLE: SOUTHERLY

Uintah Engineenng & Land Surveying i
LOCATION PHOTos 2 26 0 1 PHOTO

85 South 200 East Vernal, Utah 8407g MoNrH DAY YMR
435-789-1017 uels@uelsinc.com TAlŒNBYD.K. DRAWNBYPM REVISED



EOG RESOURCES, INC.
LOCATION LAYOUT FOR

4 N. CHAPITA #192-6
SECTION 6, T9S, R22E, S.L.B.&M.

660' FSL 1800' FEL
Apepro s

E/. 698.7'
t Sta J+25

65'
E/. 698.5'

SCALE: 1" =
50°

--

DATE: 3-2-01
Drown By: D.COX in NOTE:

Earthwork Colculations Require
o Fill of 0.3' O the Location
Stoke For Balance. AII Fill is
to be Compacted to a Minimum
of 95% of the Maximum Dry
Density Obtained by AASHTO
Method t-99.

NOTE:
Elare Pit is to
be located a min.
of 100' from the
Well Head

PIPE RACKS

o' war6
29 36 135' Sta 1+50

C-1J.7
(otm pit)

Pit Capacity PUMP
--- Eth 2 of ---- en

Presboard is
± 12,250 ßb/s MUD SHED TOILET

HOPPER

POWER
---- RESERI€ PITS

--- - (12 Deep)
TOOLS

FUEL

STORAGE
Sta. 0+18 TR SH TANK

o·WDE BENCH C-4.0'
O. 704.1 | \ i 8 7010, Approx. B. 704 2'C-15.9 C-2.8 Top of

(htm. pid ) Cut Slope
Proposed Access
Road

Dev. Ungraded Ground at Location Stoke = 4699.9' UINTAH ENGINEERING & LAND SURVEYING
Dev. Graded Ground at Location Stoke = 4700.2' 66 3 26° *=* • V•r==2· "'=* **°76 • (4361 769 f



EOG RESOURCES, INC.
-o TYPICAL CROSS SECTIONS FOR

x-section N. CHAPITA #192-6
scale SECTION 6, T9S, R22E, S.L.B.&M.660° FSL 1800' FEL1 = 50'

DATE: 3-2-01
Drawn By· D.COX

65' 135°

F/LL

Einished Grade

E/LL

STA J+25

126' 135'
Slope= 1 1/2: 1

---- CUT LOCAT/0N STAKE

STA 1+50

, 75' 36 135°
10-

Il
¯ll l'CUT

STA 0+12

126' 135°

Preconstruction
Grode CUT

STA 0+00

APPROXIMATE YARDAGES
EXCESS MATERIALAFTER

(6") Topsoil Stripping = 1,4]O Cu. Yds. 5% COMPACTION = J,090 Cu. Yds.

Topsoil & Pit Backfill = 3,090 Cu. Yds.
Rernaining Location = 4,570 Cu. Yds (1/2 Pit Vol.)

TOTAL CUT = 6,000 CU.YDS. EXCESS UNBALANCE = 0 Cu. Yds.
(After Rehabilitation)

FILL = 2,770 CU.YDS.
UINTAH ENCINEERINc & LAND SURVEYING
85 So. 200 East • Vernal. Utah 84078 • (435)





R R
21 22
E E -

36 36 31 32

T8S
9s

1 1 5
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PROPOSED LOCATION:
N. CHLAPITA#192-6

LEGEND: EOG RESOURCES, INC.
- - - - - - - - - - PROPOSEDACCESSROAD N N. CHAPITA #192-6

f xisima i««> SECTION 6, T9S, R22E, S.L.B.&M.

2
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\_T8S
.- T9S1

6-135
.

6-1 e s.s

.

6-44
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PROPOSED LOCATION:
N. CHAPITA #192-6

LEGEND: EOG RESOURCES, INC.
y DISPOSAL WELLS WATER WELLS N N. CHAPITA #192-6

PRODUCING WELLS ABANDONED WELLS SECTION 6, T9S, R22E, S.L.B.&M.
SHUT IN WELLS T£MPORARILY ABANDONED 660' FSL 1800" FEL

- MS



R
22
E T8S

T9S

796 ExisTING PIPELINE

o
EXISTING PIPELINE
FOR THE 118-6

,, 6 4701

4802

PROPOSED LOCATION:
N. CH A #192-6

APPROXIMATE TOTAL PIPELINE DISTANCE = 2,200' +/-

LEGEND: EOG RESOURCES, INC.
- -- - - EXISTING PIPELINE N N. CHAPITA #192-6
- -- - - - - raorosEnrirEuNE SECTION 6, T9S, R22E, S.L.B.&M.

PROPOSED ACCESS 660' FSL 1800' FEL

- Uintah Engineering & Land Surveying TOPOGR A PH I C 2 26 0 1
85 Soutil 2(Mb I ast Vernal. I Jiah 84078
(435) 789-1017 * IMX (435) 789-1813 . - MONITI DAY YEAR

SCALE ["= 1000' DRAWNBYPM



9¾32KSHEET
APPLICATION FOR PERMIT TO DRIIX

'

APD RECEIVED: 04/18/2001 API NO. ASSIGNED: 43-047-34029

WELL NAME: NC 192-6

OPERATOR: EOG RESOURCES INC ( N9550 )

CONTACT: ED TROTTER, AGENT PHONE NUMBER: 435-789-4120

PROPOSED LOCATION: INSPECT LOCATN BY: / /
SWSE 06 0905 220E

SURFACE: 0660 FSL 1800 FEL Tech Review Initials Date

BOTTOM: 0660 FSL 1800 FEL Engineering
UINTAE

RATURAL BUTTES ( 630 ) Geology

LEASE TYPE: 4 - Fee
Surface

LEASE NUMBER: FEE

SURFACE OWNER: 4 - Fee

PROPOSED FORMATION: WSTC

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

Plat R649-2-3. Unit

Bond: Fed[] Ind[] Sta[] FeeT4] R649-3-2. General

(No. JT-1230 ) Siting:460 From Qtr/Qtr & 920' Between Wells

Potash (Y/N) R649-3-3. Exception

,Oil Shale (Y/N) *190-5 (B) or 190-3
Drilling Unit

Water Permit
(No.MUNICIPAL ) Board Cause No: «

RDCC Review (Y/N)
Eff Date: . gg,
Siting:

F(Da ef

Agreement N) R649-3-11. Directional Drill



OPERATOR: EOG RESOURCES INC (N9550)

SEC.6,T9S,R22E

FIELD: NATURAL BUTTES (630)

Utah OilGas and Minin COUNTY:UINTAH CAUSE: 173-16

TSSTS-36 21
M.LETAL?-118 HALL31-13 NCHARTA17242

GLEN BENCH ST&36421 MALL 31 133 * * a

GLENBENCBSTSA-36 21 +
MALL 31 13' FEDERAL 31-57

36
31

NCHAPIYA 100-12

TRIBAL 3665 TRIBAL 31 132 TRLBAL .11-129 Q g N CHAPITA 134-32

GLEN BENCW ST123 8-21 TRIBAL 31-60 THIBAL 31 $8 4 STAGËCOACH 1-32

.

" ' CAUSE 173-16A (GEN ST)
UTETAtSAL 38 17 CAUS : 173-13 (8/320')

4
sr^=' " (1-13-2000)

TNIBM 36.4 (3-24-! 9) *

N CHAPITA 151-32

TRIBAL 36WELL $3 + TRIBAL31 WELL SSA TalBAL$1 $Ž
TRIBAL $ N CHAPITA 111-32

* N CHAPITA 110 32

URAY 3&BI

T9S R21E TRIBAL 1
WELLt. RAY 0 1 T9S R22E HA 6 136

NCHAP1TA130-5

N CHAPITA103-5N A

ACCOON 1-66 MCCOOK 1-142 OURAY 1-141
TRIBA- &135 N CHAPITA 115-5

UTE TRIBAL 6 1 173-13 TRIBAL 6 WELL 56 N CHAPITA 2-5

OURAY 1-101 N CHAPITA 129-5

MCC BAU
E 173-15 (12/480'

RIBALO,64 FEDERAL6100 CAUSE 173-16B (8/320')

MCCOOK1-170 (12-2-99)
UTE TRIBAL 6 138 HALL 137 (1-13-2000)

TRIBAL 6-139 N CHAPITA 144-5 N N CHAPITA147-5

TRIBAL 1-163
N CHAPITA 131 6 ,

, ô + TRIBAL6 140
N CHAPITA 118 6 N CHAPITA 116 5

TRIBAL1-126 TRIBAL1-125 CAUSE 173-16A (GEN ST) ewa .s

N MAPFA1396 NC192-6 (1-13-2000)
NBU 52-18

NCHAPITA1246 NCHANTA12 3

NATURAL BUTTES UNIT --

CAUSE 173-14 (12-2-99) ""

STAGECOACH UNIT
CAUSE 179-8 (8-10-99)

,
SCU63-8F

8 SCU 60-ßF

12
STAGECOACHU 3-8

SCU 59-7N SCU 52-BN

SCU 61-8N SCU 53-8N

TAGECOACM U 20-7 STAGECOACH 44 8N

SCU 55-7N

SCU 42-17N

SCU 58-17N

PREPARED BY: LCORDOVA
DATE:



ON-SITE PREDRILL EVALUATION
Division of Oil, Gas and Mining

OPERATOR: ENRON OIL & GAS CO.

WELL NAME & NUMBER: NORTH CHAPITA 192-6

API NUMBER: 43-047-34029

LEASE: FEE FIELD/UNIT: WASATCH

LOCATION: 1/4,1/4 SW/SE SEC: 6 TWP:9S RNG: 22E

1800' FE L 660' F_S_ L

LEGAL WELL SITING: Board Spaced area: Cause 173-16.

GPS COORD (UTM): 12629779E 4435265N

SURFACE OWNER: KAY AND JEAN HAWS FAMILY TRUST

PARTICIPANTS: ED TROTTER (ENRON) , DAVID HACKFORD (DOGM) .

REGIONAL/LOCAL SETTING & TOPOGRAPHY:

SITE IS ON A LARGE FLAT EXTENDING 0.5 MILES TO THE SOUTH AND

WEST. A ROW OF LOW HILLS RUN NORTH TO SOUTH 300' EAST OF SITE.

SITE IS 12 MILES SOUTHEAST OF OURAY, UTAH.

SURFACE USE PLAN:

CURRENT SUREACE USE: WILDLIFE AND LIVESTOCK GRAZING.

HUNTING.

PROPOSED SURFACE DISTURBANCE: LOCATION WOULD BE 325' BY 246'

AND ACCESS ROAD WOULD BE 300 FEET.

LOCATION OF EXISTING WELLS WITHIN A 1 MILE RADIUS: SEE

ATTACHED MAP FROM GIS DATABASE

LOCATION OF PRODUCTION FACILITIES AND PIPELINES:

ALL PRODUCTION FACILITIES WILL BE ON LOCATION AND ADDED

AFTER DRILLING WELL. GAS PIPELINE WILL FOLLOW ACCESS ROAD.

SOURCE OF CONSTRUCTION MATERIAL: ALL CONSTRUCTION MATERIAL

WILL BE BORROWED FROM SITE DURING CONSTRUCTION OF LOCATION.

ANCILLARY FACILITIES: NONE WILL BE REQUIRED.

WASTE MANAGEMENT PLAN:
DRILLED CUTTINGS WILL BE SETTLED INTO RESERVE PIT. LIÇUIDS

FROM PIT WILL BE ALLOWED TO EVAPORATE. FORKATION WATER WILL

BE CONFINED TO STORAGE TANKS. SEWAGE FACILITIES, STORAGE

AND DISPOSAL WILL BE HANDLED BY COMMERCIAL CONTRACTOR. TRASH

WILL BE CONTAINED IN TRASH BASKETS AND HAULED TO AN APPROVED

LAND FILL.



ENVIRONMENTAL PARAME TERS:

AFFECTED FLOODPLAINS AND/OR WETLANDS: NONE

FLORA/FAUNA: NATIVE GRASSES, GREASEWOODr PRICKLY PEAR, CHEAT

GRASS, SHADSCALE: RODENTS, COYOTES, SONGBIRDS, RAPTORS,

PRONGHORN.

SOIL TYPE AND CKARACTERISTICS: VERY LIGHT RED SANDY CLAY.

EROSION/SEDIMENTATION/STABILITY: VERY LITTLE NATURAL

EROSION. SEDIMENTATION AND STABILITY ARE NOT A PROBLEM AND

LOCATION CONSTRUCTION SHOULDN'T CAUSE ANY INCREASE IN

STABILITY OR EROSION PROBLEMS.

PALEONTOLOGICAL POTENTIAL: NONE OBSERVED.

RESERVE PIT:

CKARACTERISTICS: 147' BY 75' AND 12' DEEP.

LINER REQUIREMENTS (Site Ranking Form attached):

A LINER WILL NOT BE REQUIRED FOR RESERVE PIT.

SURFACE RESTORATION/RECLAMATION PLAN:

AS PER LANDOWNER AGREEMENT OR AS DIRECTED BY DIVISION.

SURFACE AGREEMENT: A SURFACE AGREEMENT KAS NOT BEEN SIGNED.

CULTURAL RESOURCES/ARCHAEOLOGY: SITE IS ON FEE SURFACE.

OTHER OBSERVATIONS/COMMENTS:

THE PRE-DRILL INVESTIGATION TOOK PLACE ON A COOL, BREEZY DAY.

ATTACEMENTS:

PHOTOS OF SITE WILL BE PLACED ON FILE.

DAVID W. KACKFORD 5/3/01 9:30 AM

DOGM REPRESENTATIVE DATE/TIME



Evaluation Ranking Criteria and Ranking Score

For Reserve and on-site Pit Liner Requirements

Site-Specific Factors Ranking Site Ranking

Distance to Groundwater (feet)
>200 0
100 to 200 5
75 to 100 10
25 to 75 15
<25 or recharge area 20 5

Distance to Surf. Water (feet)
>1000 0
300 to 1000 2
200 to 300 10
100 to 200 15
< 100 20 0

Distance to Nearest Municipal Well (feet)
>5280 0
1320 to 5280 5
500 to 1320 10
<500 15 0

Distance to Other Nells (feet)
>1320 0
300 to 1320 10
<300 20 0

Native Soil Type
Low permeability 0
Mod. permeability 10
High permeability 20 0

Fluid Type
Air/mist O
Fresh Water 5

TDS >SOOO and <10000 15
TDS >10000 or Oil Base 20

Mud Fluid containing high
levels of hazardous constituents 5

Drill Cuttings
Normal Rock O
Salt or detrimental 10 0

Annual Precipitation (inches)

<10 0
10 to 20 5

>20 10 O

Affected Populations
<10 0

10 to 30 6

30 to 50 8
>50 10 0

Presence of Nearby Utility
Conduits

Not Present 0

Unknown 10
Present 15 0

Final Score
10



Status=0



DIVISION OF OIL, GAS AND MINING
APPLICATION FOR PERMIT TO DRILL

STATEMENT OF BASIS

Operator Name: ENRON OIL & GAS CO.

Well Name & Number: NORTH CHAPITA 192-6

API Number: 43-047-34029

Location: 1/4,1/4 SW/SE Sec. _6_ T. _9S_R. 22E

Geology/Ground Water:

EOG has proposed setting 200-220' of surface casing in the proposed well. The depth to the

moderately saline ground water at this location is estimated to be at approximately 200 feet. A

search of records with the Division of Water Rights shows 1 underground water appropriation

within 10,000' of the proposed location. This well is owned by RN Industries at their produced

water disposal site. The producing zone for this well is listed as 10-300 feet. The near-surface

geology of this area is made up of interbedded sandstones and shales of the Uinta Formation. The

sandstones of the Uinta Formation are lenticular and discontinuous and would not constitute an

extensive water reservoir. The proposed casing program should adequately protect any potential

sources of useable underground water.

Reviewer: Brad Hill
Date: 09/05/2001

Surface:

The pre-drill investigation of the surface was performed on 5/3/01. Surfàce owner is Kay and

Jean Haws familytrust. Mr. And Mrs. Haws were notified of this investigation on 4/27/2001.

Neither attended. I spoke to Mr. Haws over the telephone, and he had no specific concerns

regarding the construction of this location or the drillingof this well. A landowner agreement has

not been signed at this time. This site appears to be the best spot for a location in the immediate

area.

Reviewer: David W. Hackford
Date: 05/4/2001

Conditions of Approval/Application for Permit to Drill:



PointsofDiversion
http://nrwrtl.nr.state.ut.us/cgi-bintwwwplat.exe?rad...&p=u&w=r&u¯i&s=a&w=c&u=d&s=p&w=e&u=s&u=c&u=m&u=p&w=o

UTAH DIVISION OF WATER RIGHTS

WATER RIGHT POINT OF DIVERSION PLOT CREATED WED, SEP 5, 2001, 9:09 AM

PLOT SHOWS LOCATION OF 1 POINTS OF DIVERSION

PLOT OF AN AREA WITH A RADIUS OF 10000 FEET FROM A POINT

FEET, FEET OF THE CT CORNER,

SECTION 6 TOWNSHIP 9S RANGE 22E SL BASE AND MERIDIAN

PLOT SCALE IS APPROXIMATELY 1 INCH = 4000 FEET

NORTH
*********

********* *********

*** ***

***
***

*
O *

9/5/01 9:10 AM



PointsofDiversion

http://nrwrt1.nr.state.ut.us/cgi-bidwwwplat.exe?tad...&p-u&w=r&u=i&s=a&ws:&u=d&s=p&w=e&u=s&u=c&u=m&up&u=o

A
*

*********

*********

UTAH DIVISION OF WATER RIGHTS

RWPLAT POINT OF DIVERSION LOCATION PROGRAN

MAP WATER QUANTITY SOURCE DESCRIPTION or WELL INFO POINT OF DIVERSION DESCRIPTION

CHAR RIGHT CFS AND/OR AC-FT DIAMETER DEPTH YEAR LOG NORTH EAST CNR SEC TWN RNG E

0 49 1645 .0700 OR 50.00 6 10 - 300 S 100 E 850 N4 5 95 22E

WATER USE(S): OTHER
PRIORITY DATE: 04/10/

R.N. Industries P.O. Box 98 Roosevelt

9/5/019:10 AM



08/08/2001 09: 34 4357891420 ED TROTTER PAGE 01

FAX COVER SHEET

FROM: ED TROTTER

FAXNO. 435-789-1420

TELEPHONE NO. 435-789-4120

TO: VDOG& M

FAXNO. 801-359-3940

ATTENTION: LESHACORDOVA

DATE: $-8-2001

TOTALNUMBEROF PAGESINCLUDINGCOVERPAGE: 2

All informadoncontained in this facsimileis confidential andissolelydirectedto the abovenamedrecipient, If you

receivethisfaxin error, of there is a problcmwith the transmission,pleasecall: 1-435-7894120. Thankyou.

I sha,

Attached are copies of the landowneragreements for the North Chapita 192-6.

Thankyou,

DIVISION OF
OIL, GAS AND



08/08/2001 09:34 4357891420 ED TROTTER PAGE 82

AGREEMENT

KNOW ALL MEN ABY THESE PRESENTS THAT:

In consideration of the sum of $10.00,and other good and valuable
considerations, the receipt of which is duewithin(10)working daysof receiptof this
executed agreement, I, the undersigned herebygrant Operator, its employees,agentsand
contractors,right-of-ways to construct a drillinglocation,access road and a pipeline
across theW/2 SE/4, Section 6, Township 9 South,Range 22 East, S.L.B.&M., Uintah
County,Utah. Said right-of-wayson thispropertywill comprise approximately5.045
acres.

If thewell is not a producer, the access road and will be reclaimed and seeded
with a seed mixturecommon to the area.

If the well is a producer,the reclamation and seeding will take place at such time
as the well is abandoned.

I, the undersigned, do herebyfurtheragree that the payment and acceptance of the
consideration set forthabove is in full and complete payment,settlement, compromise
and satisfactionof any and all losses, liabilities,claims, damages,demandsand causesof
actionaccrued or accruingto theundersigned,their respective employees and/ortenants
arisingdirectlyor indirectlyin connection with the above-mentioned operationsby
Operator,its employees, agentsand contractorsand that such payment is in no wayan
admission of liabilityby Operator,its employees, agents and contractors.

Purther, I covenant that I am the recorded owner of this property and have the
legal authority to enter into this agreement.

EXECUTEDthis ÄT ay of 2001.

EOG RESOURCES, INC.

. J
rotter, ent

(or Su essorT tee) of the Kay' and een HawsFamily Trust
318 East, 1350 North
Bountiful,UT 84010

Trustee (or Successor Trustee) of the Kay
and JeanHaws Family Trust
318 East, 1350 North
Bountiful, UT 84010

No COMMISSION EXPIRES: I M - Û&PUBLI
Rebeena W. Duncan

1844 West4675 South
Ogden, Utah assosmyCOEAMO$ibn Ëggs

, ytao.aoosSTATFOF



Wellname: 09-01 EOG NC 192-6
Operator: EOG Resources, Inc.
String type: Surface Project ID:

43-047-34029
Location: Uintah County

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 8.330 ppg Design factor 1.125 Surface temperature: 65 °F
Design is based on evacuated pipe. Bottom hole temperature: 68 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 200 ft

Burst:
Design factor 1.00 Cement top:

Burst
Max anticipated surface

pressure: 0 psi
Internal gradient: 0.436 psilft Tension: Non-directional string.
Calculated BHP 96 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B) Re subsequent strings:

Next setting depth: 6,585 ft
Tension is based on air weight. Next mud weight: 8.400 ppg
Neutral point: 193 ft Next setting BHP: 2,873 psi

Fracture mud wt: 19.250 ppg
Fracture depth: 500 ft
Injection pressure 500 psi

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft')
1 220 9.625 32.30 H-40 ST&C 220 220 8.876 13.9

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 95 1370 14.39 96 2270 23.65 7 254 35.74 J

Prepared Dustin Doucet Phone: 801-538-5281 Date: September 5,2001
by: Utah Dept. of Natural Resources FAX: 801-359-3940 Salt Lake City,Utah

ENGINEERINGSTIPULATIONS: WA 5
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.
Collapse is based on a vertical depth of 220 ft, a mud weight of 8.33 ppg The casing is considered to be evacuated for collapse purposes.
Burst strength is not adjusted for tension.

Engineering responsibility for use of thisdesign wi/Ibe thatof the



Weil name: 09-01 EOG NC 192-6
Operator: EOG Resources, Inc.
String type: Production Project ID:

43-047-34029

Location: Uintah County

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 8.400 ppg Design factor 1.125 Surface temperature: 65 °F

Design is based on evacuated pipe. Bottom hole temperature: 157 °F

Temperature gradient: 1.40 °F/100ft

Burst
De g factor 1.00

CM mentmsection Ien

Max anticipated surface
pressure: 0 psi

Internal gradient: 0.436 psilft Tension: Non-directional string.

Calculated BHP 2,873 psi 8 Round STC: 1.80 (J)
8 Round LTC: 1.80 (J)

No backup mud specified. Buttress: 1.60 (J)
Premium: 1.50 (J)
Body yield: 1.50 (B)

Tension is based on air weight.
Neutral point: 5,762 ft

Run Segment Nominal End True Vert Measured Drift Internal

Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft*)

1 6585 4.5 10.50 J-55 ST&C 6585 6585 3.927 137.6

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension

Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor

1 2873 4010 1.40 2873 4790 1.67 69 132 1.91 J

Prepared Dustin Doucet Phone: 801-538-5281 Date: September 5,2001

by: Utah Dept. of Natural Resources FAX: 801-359-3940 Salt Lake City, Utah

ENGINEERING STlPULATIONS:448NE 5 -* w.-WAce f
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.
Collapse is based on a vertical depth of 6585 ft, a mud weight of 8.4 ppg The casing is considered to be evacuated for collapse purposes.

Burst strength is not adjusted for tension.

Engineering responsibilityfor use of thisdesign will be thatof the



09-01 EOG NC 192-6 -

Casing Schematic
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State of UtahO DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
1594 West North Temple, Suite 1210

Michael O. Leavitt PO Box 145801Governor
Salt Lake City, Utah 84114-5801

Kathleen Clarke
Executive Director 801-538-5340

Lowell P. Braxton 801-359-3940 (Fax)
Division Director 801-538-7223 (TDD)

September 6, 2001

EOG Resources Inc.
PO Box 1815
Vernal, UT 84078

Re: North Chapita 192-6 Well, 660' FSL, 1800' FEL, SW SE, Sec. 6, T. 9 South, R. 22 East,
Uintah County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et seq., Utah
Administrative Code R649-3-1 et seq., and the attached Conditions of Approval, approval to drill
the referenced well is granted.

This approval shall expire one year from the above date unless substantial and continuous
operation is underway, or a request for extension is made prior to the expiration date. The API
identification number assigned to this well is 43-047-34029.

erely,

ohn R. Baza
Associate Director

¯

dm
Enclosures
cc: Uintah County



Operator: EOG Resources Inc.
Well Name & Number North Chapita 192-6

API Number: 43-047-34029
Lease: Fee

Location: SW SE Sec._6_ T. 9 South R. 22 East

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
The operator is required to notify the Division of Oil, Gas and Mining of the following actions
during drilling of this well:
• 24 hours prior to cementing or testingcasing
• 24 hours prior to testing blowout prevention equipment
• 24 hours prior to spudding the well
• withifi 24 hours of any emergency changes made to the approved drilling program
• prior to commencing operations to plug and abandon the well

The following are Division of Oil, Gas and Mining contacts and their work telephone numbers
(please leave a voice mail message if the person is not available to take the call):
• Dan Jarvis at (801) 538-5338
• Carol Daniels at (801) 538-5284 (spud)

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational actions.

4. Compliance with the Conditions of Approval/Application for Permit to Drill outlined in the
Statement of Basis. (Copy Attached)

5. Cement bond log shall be run to ensure a good cement through the entire oilshale section.

6. In accordance with Order in Cause No. 190-5(b) dated October 28, 1982, the Operator shall comply
with requirements of Rules R649-3-31 and R649-3-27 pertaining to Designated Oil Shale Areas.
Additionally, the operator shall ensure that the surface and/or production casing is properly
cemented over the entire oil shale interval as defined by Rule R649-3-31. The Operator shall
report the actual depth the oil shale is encountered to the



DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: EOG RESOURCES INC

Well Name: NC 192-6

Api No.. 43-047-34029 LEASE TYPE: FEE

Section 06 Township 09S Range 22E County UINTAH

Drilling Contractor DALL COOK'S RIG # AIR

SPUDDED:

Date 11/21/2001

Time 8:00 AM

How DRY

Drilling will commence

Reported by ED TROTTER / E-MAIL

Telephone# 1-435-789-4120

Date 11/26/2001 Signed:



DIVISIONOF OIL, GAS AND MINING OPERATOR· EOG Resources, Inc. FAX·JIM THÑPSON
ADDRESS: P.O. BOX250 (801) 359,3940

ENTITYACTIONFORM- FORM6 BIG PINEY, WYOMING831'i3

ACTiON CURRENT NEW APl WELL NAME LOCATION SPUD EFFECTIVE

CODE ENTITYNO.ENilfYNO. NUMBER QQ SEC. RG COUNTY DATE DRIE

A 99999 /$6 43-047-34305 NORTHDUCKCREEK 13-28-8-21 SWSW 28 8S 21E DINTAH 11/14/2001 //-7Á-of

00NROFNTIAL
A 99999 /39Ñ2 3-047-34029 NORTHCHAPITA192-6 SWSE 6 98 22E UINTAH 11/21/2001 //-7ÁO/

CONFlDENTlAL
UINTAH

UINTAH

UlNTAH

ACTIONSCODES(See inshucsons on back of form)
A - Estabish newentity for newwel {singlewell only) ,

/ L
B - Add new wer10 exising entity (groupor unit wel) Sigri
C - Re-assign wel iromoneexisting entity to another exising entay RegulatoryAnalyst 11/26/2001 -

D - Reessign wei kom oneeicistingentiy toa new enuy Title Date
E - Olher(explain in corntmenissecGon)

NOTE: Use CONNENTsocion to explain whyeach Action Code was selected. Phone No. (307) 276-4842

RECEIVED
' 6 2001

DIVISION OF
OIL GAS ANO



FORM 3\60-5 UNITED STATES FORM AP"ROVED

(December 1989) DEPARTMENT THE INTERIOR Budge m No. 1004-0135

BUREAU OF LAND MANAGEMENT ExpiresSeptember30,1990

5. Lease Designation and Serial No.

SUNDRY NOTICE AND REPORTS ON WELLS FEE

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir. 6. If Indian, Allottee or Tribe Name

Use "APPLICATION FOR PERMIT --" for such proposals
SUBMIT IN TRIPLICA TE 7. If Unit or C.A., Agreement Designation

1. Type of Well

Oil Gas

O WELL Well Other 8. Well Name and No.

2. Name of Operator NORTH CHAPITA 192-6

EOG Resources, Inc.
3. Address and Telephone No. 9. API Well No.

P.O. BOX 250, BIG PINEY, WY 83113 (307) 276-3331 43-047-34029

4. Location of Well (Footage, Sec., T., R., M., or Survey Description) 10. Field and Pool or Exploratory Area

660' FSL - 1800' FEL (SW/SE) CHAPITA wELLS/WASATCH

SECTIONó, T9S, R22E 11. County state
UINTAH, UTAH

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

NOTICE OF INTENT ABANDONMENT CHANGE OF PLANS

RECOMPLETION NEW CONSTRUCTION

SUBSEQUENT REPORT PLUGGING BACK NON-ROUTlNE FRACTURING

CASING REPAIR WATER SHUT-OFF

FINAL ABANDONMENT NOTICE ALTERING CASING CONVERSION TO INJECTION

X OTHER DISPOSAL OF PRODUCED WATER

(Note: Report results of multiple completion on Well Completions

or Recompletion Repon and Log Form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details and give pertinent dates, including estimated date of staning any proposed work if well

is directionally drilled give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work).

EOG Resources, Inc. requests authorization for disposal of produced water from the referenced well to any of the

following locations.
1. Natural Buttes Unit 21-20B SWD.
2. Ace Disposal
3. EOG Resources, Inc. drilling operations (Chapita Wells Unit, Natural Buttes Unit & Stagecoach Unit).

4. RN Industries.

*NOTE: EOG Resources, Inc. will be using Nationwide Bond #NM 2308

14 I hereby certify that t foregoi t

TITLE Regulatory Analyst DATE 2/27/2002

(This space for Federal or%tate omce use)

APPROVED BY TITLE DATE

CONDITIONS OF APPROVAL, IF ANY:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the

United States any false, fictinous or fraudulent statements or representations as to any matter within its



Form 3160-4 'DINITED STATES $OIÚ4APPROVED
(August 1999) DEPARTMENTOF THE INTERIOR OMB No. 1004-0137

BUREAU OF LAND MANAGEMENT Expires: November 30, 2000

WELL COMPLETION OR RECOMPLETION REPORT AND LOG 5. LeaseSerialNo.
FEE

la. Type of Well O oilwell 8 Gas well O Dry 0 Other 6. If Indian, Allottee or Tribe Name
b. Type of Completion New Well O Work Over O Deepen 0 Plug Back O DifT.Resvr.

Other 7. Unit or CA Agreement Name and No.

2. Name of Operator Contact: KATYCARLSON 8. Lease Name and Well No.EOG RESOURCES, INC. E-Mail: Kathleen_Carlson@EOGResources.c om NORTH CHAPITA 192-6
3. Address P.O. BOX 250 3a. Phone No. (include area code) 9. API Well No.BIG PINEY, WY 83113 Ph: 307.276.4842 43-047-34029
4. Location of Well (Report location clearly and in accordance with Federal requirements)* 10. Field and Pool, or Explorato1y

CHAPITA WELLS/WASATCHAt surface SWSE 660FSL 1800FEL
11. Sec., T., R., M., or Block and Survey

At top prod interval reported below SWSE 660FSL 1800FEL or Area Sec 6 T9S R22E Mer
12. County or Parish 13, StateAt total depth SWSE 660FSL 1800FEL UINTAH UT

14. Date Spudded 15. Date T.D. Reached 16. Date Completed 17. Elevations (DF, KB, RT, GL)*
11/21/2001 12/04/2001 D & A 161 i T roŸ 4715 KB

02/22/2002
18. Total Depth: MD 6585 19. Plug Back T.D.: MD 6566 20. De th Bridge Plug Set: MDTVD TVD TVD
21. ype Electric & Other MechanicalLogs (Submitcopy of each) 22. Was well cored? No O Yes (Su6mit analysis)IPOLE SONIC IMAGER/CNL /GR & BLIVDL/CCL-¿/-/¶(< j Was DST run? No O Yes (Submit analysis)g-jg-( ( Directional Survey? No O Yes (Submit analysis)

23. Casing and Liner Record (Report all strings set in well)

Top Bottom Stage Cementer No. of Sks. & Sluny Vol.Hole Size Size/Grade Wt. (#/ft.) Cement Top* Amount Pulled(MD) (MD) Depth Type of Cement (BBL)
12.250 8.625 J-55 24.0 0 237 125 0
7.875 4.500 J-55 10.5 0 6585 800 0

24. Tubing Record

Size Depth Set (MD) Packer Depth (MD) Size Depth Set (MD) Packer Depth (MD) Size Depth Set (MD) Packer Depth (MD)
2.375 6377 j i I25. Producing Intervals 26. Perforation Record

Formation Top Bottom Perforated Interval Size No. Holes Perf. Status
A) WASATCH 6087 6363 6350 TO 636Š 0.380 114
B) 6087 TO 6160 0.380 114
C)
D)
27. Acid, Fracture, Treatment, Cement Squeeze, Etc.

Depth Interval Amount and Type of Material
6350 TO 6363 17,430 GALS GELLED WATER & 84,820# 20/40 SAND.
6087 TO 6160 17,556 GALS GELLEDWATER &83,000# 20/40 SAND.

28. Production - Interval A
Date First Test Hours Test Oil Gas Water Oil Gravity Gas Production Method
Produced Date Tested Production BBL MCF BBL Corr. API Gravity
02/22/2002 02/25/2002 24 0.0 311.0 13.0 FLOWS FROM WELL

Choke Tbg. Press. Csg. 24 Hr Oil Gas Water Gas:Oil Well Status
Size Flwg 400 Press. Rate BBL MCF BBL Ratio

16/64 SI 550.0
28a. Production - Interval B

Date First Test Hours Test Oil Gas Water Oil Gravity Gas Production Molþod
Produced Date Tested Production BBL MCF BBL Corr. API Gravity

.. . L

Choke Tbg. Press. Csg. 24 Hr. Oil Gas Water Gas:Oil Well Status
Size F1wg. Press. Rate BBL MCF BBL Ratio

SI

(See Instructions and spaces for additional data on reverse side) M ( 19ELECTRONIC SUBMISSION #10544 VERIFIED BY THE BLM WELL INFORMATION SYSTEM
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28b. Production - Interval C

Date First Test Hours Test Oil Gas Water Oil Gravity Gas Production Method

Produced Date Tested Production BBL MCF BBL Corr. API Gravity

Choke Tbg. Press. Csg. 24 Hr Oil Gas Water Gas:Oil Well Status

Size Flwg. Press. Rate BBL MCF BBL Ratio

28c. Production - Interval D
Date First Test Hours Test Oil Gas Water Oil Gravity Gas Production Method

Produced Date Tested Production BBL MCF BBL Cory.API Gravity

Choke Tbg. Press. Csg. 24 Hr Oil Gas Water Gas:Oil Well Status

Size Flwg. Press. Rate BBL MCF BBL Ratio

SI

29. Disposition of Gas(Sold, used forfuel,vented, etc.)
SOLD

30. Summary of Porous Zones (Include Aquifers): 31. Formation (Log) Markers

Show all important zones of porosity and contents thereof: Cored intervals and all drill-stem

tests, including depth interval tested, cushion used, time tool open, flowing and shut-in pressures

and recoveries.

Top

Formation Top Bottom Descriptions, Contents, etc. Name Meas. Depth

GREEN RIVER 0 1658 GREEN RIVER 1705

BASE M MARKER 1658 4651 BASE M MARKER 4699

PETER'S POINT 4651 5085 GAS N LIMESTONE 5100

CHAPITAWELLS 5085 5725 GAS PETER'S POINT 5100

BUCK CANYON 5725 6520 GAS CHAPITAWELLS 5727
C-11 (CH) 6152
C-13 (CL) 6349

32. Additional remarks (include plugging proctdure):

33. Circle enclosed attachments:

1. Electrical/Mechanical Logs (1 full set req'd.) 2. Geologic Report 3. DST Report 4. Directional Survey

5. Sundry Notice for plugging and cement verification 6. Core Analysis 7 Other:

34. I hereby certify that the foregoing and attached information is complete and correct as determined from all available records (see attached instructions):

Electronic Submission #10544 Verified by the BLM Well Information System.
For EOG RESOURCES, INC., will be sent to the Vernal

Name(pleease print) KE

ec

roCncR mNissionk itle REGU2LOA02ORYANALYST

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency

of the United States any false, fictitious or fradulent statements or representations as to any matter within its jurisdiction.
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